Facing Brick

— Location for signage board;
separate Planning Application.

103mm red multi stock and buff
colour facing brickwork to Planner's Approval. ———

subject to

— Window head to be
buff colour soldier course

Roof tiles to be supplied by
Forticrete Roofing System
colour to be Slate Grey. —

— Factory assembled

Timber

timber windows to be
supplied by Inwido UK Ltd.
i indows to have 100%

Multi-Red facing brickwork ——
Contrasting Soldier Course

Stone feature details

by specialist

by speci

— External fixed balcony rail
st design.

Lead flashing (Code 4)

PLANNING DRAWING

Safety Aluminum balcony / handrails to

Doors to be finished in 1 undercoat and
specialist design. (min 1200mm above FFL)

2 top coats of DULUX Brilliant White
gloss paint applied in accordance with
the manufacturer's recommendations.
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Clear
Store Polyester powder fibre-glass box section windows with Staff Entrance / Stair 2 Entrance 1.8m height timber fenced
Main Entrance framing EM: clear laminated glazing to display unit behind Secure gate Fire Escape Door | Fire escape door. Metre reading refuse area.
t design.
d specialis! ) .
Retail Sales Area Colour to be RAL 9016 - Traffic White. Retail Back Up Area Secure passanger way
!
i i i Side El i
Victoria Road Elevation ide Elevation
2No. soldier course of contrasting smooth Pre-formed GRP chimney, and facing r— Dormer Window cheeks: r— Refridge Condensor Units
red facing brick to be agreed with Local Authority . brickwork to be buff colour to match. 16mm one coat through coloured in Acoustic enclosure, colour
Code 4 lead detailing to be used at all valley details, Location for signage board; subject to Wh_mmﬂm.a&ﬂ_mvmn_m__m. design. to be white; to match roller shutter door.
dormer/roof slope abutments and to stepped i Planning ication. —
apron flashing and at all roof/gable wall abutments .
RWP / Gutters colour to be
Slate Grey to match roof
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